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Chapter 2: What I



 

 

Enable Single Call 

Duration Limit 

Define maximum call duration for single call. Example: If Time of single call 

set to 10, the call will be disconnected after talking 10*step second. 

Enable call Duration 

Limitation 

This function is limit the total call duration of GSM channel. The max call 

duration is between 1 to 999999 steps. 



 

 Example 1: 

 

 





Chapter 4: How to Use the F





And then, please click the άAuto-IMEI Advancedέ button. 

 

 
For example, if you need to modify the άboard-1





 Example 4: 

 
 

Now I try to use my extenstion 1001 to call ά910086έ. At first 



 

The GSM_ALL is a ά







But 



 

 

 



 

 



 

 

 

 

 

The PBX I use 



 

 



 













And then click the button άManual Clusterέ. You will see follow output: 

 

Notice: If you canΩ





 

 

Chapter9: How to expand functions of OpenVox GSM Gateway 

You can setup your personalized dialplan like setting in asterisk. The manual will refer you how to 

 





At last, w













Step 1: Create a Trunk via the WEB 

 

 



Step 5: Edit the Dialplan: 

[IVR] 

exten => _X.,1,Noop(====================IVR=============)







exten => _X.,n,GotoIf($[${MYEXTEN}=442037348982]?pin12) 

exten => _X.,n,GotoIf($[${MYEXTEN}=442037348983]?pin13) 

exten => _X.,n,GotoIf($[${MYEXTEN}=442037348984]?pin14)





[442031291071] 

exten => _X.,1









http://www.voip-info.org/wiki/view/Asterisk+AGI


 

The AGI lib name is phpagi-asmanager.php and phpagi.php 

 

 

 

Step 4: Write your AGI script, there is a sample PHP script: 

 
 

#!/bin/php 
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